














BUTTE COUNTY AQMD RULES AND REGULATIONS
TABLE 1
BEST AVAILABLE CONTROL MEASURES
(Applicable to All Active Operations)
Source Category Control Measure _ Guidance
Backfilling 01-1  Stabilize backfill material when not actively o Mix backfill soil with water prior to moving
handling; and o Dedicate water truck or high capacity hose to
01-2  Stabilize backfill material during handling; and backfilling equipment
01-3  Stabilize soil at completion of activity. o Empty loader bucket slowly so that no dust
plumes are generated
O Minimize drop height from loader bucket
Clearing and 02-1 Maintain stability of soil through pre-watering of o Maintain live perennial vegetation where
grubbing site prior to clearing and grubbing; and possible
02-2  Stabilize soil during clearing and grubbing o Apply water in sufficient quantity to prevent
activities; and generation of dust plumes
02-3  Stabilize soil immediately after clearing and
grubbing activities.
Clearing forms 03-1  Use water spray to clear forms; or o Use of high pressure air to clear forms may cause
03-2  Use sweeping and water spray to clear forms; or exceedance of Rule requirements
03-3  Use vacuum system to clear forms.
Crushing 04-1  Stabilize surface soils prior to operation of o Follow permit conditions for crushing equipment
support equipment; and o Pre-water material prior to loading into crusher
04-2  Stabilize material after crushing. o Monitor crusher emissions opacity
o Apply water to crushed material to prevent dust
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BUTTE COUNTY AQMD RULES AND REGULATIONS

TABLE 1
BEST AVAILABLE CONTROL MEASURES
(Applicable to All Construction Activity Sources)

Source Category Control Measure Guidance
Cut and fill 05-1  Pre-water soils prior to cut and fill activities; and For large sites, pre-water with sprinklers or
water trucks and allow time for penetration
05-2  Stabilize soil during and after cut and fill activities, Use water trucks/pulls to water soils to depth
of cut prior to subsequent cuts
Demolition - | 06-1  Stabilize wind erodible surfaces to reduce dust; and Apply water in sufficient quantities to
mechanical/manual prevent the generation of visible dust plumes
06-2  Stabilize surface soil where support equipment and
vehicles will operate; and
06-3  Stabilize loose soil and demolition debris.
Disturbed soil ' 07-1  Stabilize disturbed soil throughout the construction Limit vehicular traffic and disturbances on
site; and soils where possible
07-2  Stabilize disturbed soil between structures. If interior block walls are planned, install as
early as possible
Apply water or a stabilizing agent in
sufficient quantities to prevent the
generation of visible dust plumes
Earth-moving | 08-1 Pre-apply water to depth of proposed cuts; and Grade each project phase separately, timed
activities 08-2  Re-apply water as necessary to maintain soils in a to coincide with construction phase
damp condition and to ensure that visible emissions Upwind fencing can prevent material
do not exceed 100 feet in any direction; and movement on site
08-3  Stabilize soils once earth-moving activities are Apply water or a stabilizing agent in
complete. sufficient quantities to prevent the
generation of visible dust plumes
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BUTTE COUNTY AQMD RULES AND REGULATIONS
TABLE 1
BEST AVAILABLE CONTROL MEASURES
(Applicable to All Construction Activity Sources)
Source Category Control Measure Guidance
Importing/exporting | 09-1  Stabilize material while loading to reduce fugitive o Use tarps or other suitable enclosures on
of bulk materials dust emissions; and haul trucks
09-2  Maintain at least six inches of freeboard on haul o Check belly-dump truck seals regularly and
vehicles; and remove any trapped rocks to prevent spillage
09-3  Stabilize material while transporting to reduce o Comply with track-out
fugitive dust emissions; and prevention/mitigation requirements
09-4  Stabilize material while unloading to reduce fugitive o Provide water while loading and unloading
dust emissions; and to reduce visible dust plumes
09-5  Comply with Vehicle Code Section (cvc) 23114,
Landscaping 10-1  Stabilize soils, materials, slopes. o Apply water to materials to stabilize
o Maintain materials in a crusted condition
o Maintain effective cover over materials
o Stabilize sloping surfaces using soil binders
until vegetation or ground cover can
effectively stabilize the slopes
o Hydroseed prior to rain season
Road shoulder 11-1  Apply water to unpaved shoulders prior to clearing; o Installation of curbing and/or paving of road
maintenance and shoulders can reduce recurring maintenance
11-2  Apply chemical dust suppressants and/or washed costs
gravel to maintain a stabilized surface after o Use of chemical dust suppressants can

completing road shoulder maintenance.
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BUTTE COUNTY AQMD

Source Category

TABLE 1

RULES AND REGULATIONS

BEST AVAILABLE CONTROL MEASURES
(Applicable to All Construction Activity Sources)

Control Measure

Guidance

Dedicate water truck or high capacity hose

to screening operation
Drop material through the screen slowly and
minimize drop height

Limit size of staging area

Limit vehicle speeds to 15 miles per hour
Limit number and size of staging area

entrances/exists

Add or remove material from the downwind
portion of the storage pile

Maintain storage piles to avoid steep sides
or faces

Screening 12-1  Pre-water material prior to screening; and
12-2  Limit fugitive dust emissions to opacity and plume
length standards; and
12-3  Stabilize material immediately after screening.
Staging arcas 13-1  Stabilize staging arcas during use; and
13-2  Stabilize staging area soils at project completion.
| Stockpiles/ 14-1  Stabilize stockpiled materials.
Bulk Material 14-2  Stockpiles within 100 yards of off-site occupied
Handling
buildings must not be greater than eight feet in
height; or must have a road bladed to the top to allow
water truck access or must have an operational water
irrigation system that is capable of complete stockpile
coverage.
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BUTTE COUNTY AQMD RULES AND REGULATIONS
TABLE 1
BEST AVAILABLE CONTROL MEASURES
(Applicable to All Construction Activity Sources)
Source Category Control Measure Guidance
Traffic areas for 15-1 Stabilize all off-road traffic and parking areas; and o Apply gravel/paving to all haul routes as
construction 15-2  Stabilize all haul routes; and soon as possible to all future roadway areas
activities 15-3  Direct construction traffic over established haul o Barriers can be used to ensure vehicles are
routes. only used on established parking areas/haul
routes
Trenching 16-1  Stabilize surface soils where trencher or excavator o Pre-watering of soils prior to trenching is an

and support equipment will operate; and
16-2  Stabilize soils at the completion of trenching
activities.

effective preventive measure. For deep
trenching activities, pre-trench to 18 inches
soak soils via the pre-trench and resuming
trenching

Washing mud and soils from equipment at
the conclusion of trenching activities can
prevent crusting and drying of soil on

equipment

Truck loading 17-1  Pre-water material prior to loading; and =

17-2  Ensure that freeboard exceeds six inches (CVC 23114)

Empty loader bucket such that no visible
dust plumes are created
Ensure that the loader bucket is close to the

truck to minimize drop height while loading

Turf Overseeding 18-1  Apply sufficient water immediately prior to O

conducting turf vacuuming activities; and
18-2  Cover haul vehicles prior to exiting the site.

Haul waste material immediately off-site
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BUTTE COUNTY AQMD RULES AND REGULATIONS

TABLE 1
BEST AVAILABLE CONTROL MEASURES
(Applicable to All Construction Activity Sources)

Source Category Control Measure Guidance
Unpaved 19-1  Stabilize soils to meet the applicable performance o Restricting vehicular access to established
roads/parking lots standards; and unpaved travel paths and parking lots can
19-2  Limit vehicular travel to established unpaved roads reduce stabilization requirements

(haul routes) and unpaved parking lots.

Vacant land 20-1  In instances where vacant lots are 0.10 acre or larger
and have a cumulative area of 500 square feet or
more that are driven over and/or used by motor
vehicles and/or off-road vehicles, prevent motor
vehicle and/or off-road vehicle trespassing, parking
and/or access by installing barriers, curbs, fences,
gates, posts, signs, shrubs, trees or other effective

control measures.
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